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TRUST YOUR INSTINCT



Do you know our new systems?

Bayonet Quick System

BQS
Integrated Ignition Unit

IIU

Electric Starter

ESR

Cruise Control System

CCS

Nirvana Aerodynamic 
Profile

NAP

Net Fixing System

NFS

Throttle Hold System

THS
Easy Manual Starter

EMS

Central Bolt System

CBS

Duralumin Reduction Pulley

DRP

Integrated Suction Silencer

ISS
Attach Rescue System

ARS
Tank Level Marks

TLM

Petrol View System

PWS

Start-Stop Button

SSB
Harness Fixing System

HFS
Easy Wheel System

EWS

Frame Joint System

FJS



TECH SPECS

RECOMMENDED EQUIPMENT

Rescue Chute RS 130 Small Wind Sock with 
Telescopic Pole

AGAMA Water Rescue 
System

FULL CONTACT 3 Helmet 
with Communication

AIRSTYLE PPG Boots

TACTEL RX-2 Flying Suit FCR Flying Overall

HOT-5 Heated Gloves

Camelback

Text Mus dollupt inullaborro dit mos aliquam, omnihilles ut voluptatam acideliquas comnimus dellabor solorporum alit 
eni nusanit aecerferum liquae sitatiae netur? Acitat. Odiaerundere optat imuste num aped quiae velicimus.

INSTINCT COMES IN FULL SET

???

SUITABLE COMBINATIONS
Type NS 200

Engine Simonini MINI 2 Plus, NIRVANA Tunning
Power 27 HP (@ 6,800 rpm)

Ignition NIRVANA CIR (electronic with pre-ignition and battery 
charging regulation, microprocessor controlled start/stop 
button, moto-hour recorder and rpm meter output)

Carburettor Diaphragm WALBRO WG8
Reduction Belting 1:2.4 NIRVANA

Exhaust Tuned NIRVANA
Propeller Carbon two-blade foldable 130 cm with central bolt

Starting Gear Manual and electrical
Fuel Tank 14 litres, integrated

Body Self-supporting laminated shell – carbon/Kevlar sandwich 
Frame Aluminium, five-parts reinforced NAP frame, aerodynamic 

carbon laminated struts, easy and fully dismantle
Harness Anatomic construction absorbing remaining vibrations, 

straps AustiAlpin Cobra, underneath container – foldaway 
and easy to remove

Accessories Maintenance-free NiCd battery, charged during the flight, 
socket 16.8 VDC, fuel gauger

Equipment Padded bag for engine complete with wheels, propeller 
packs

Weight 23 kg (empty unit without harness)
Recommended 

Pilot Weight
80–160 kg (single or tandem)

Minimum Static 
Thrust

70 kP

Average Fuel 
Consumption

3–3.5 litres per hour (influenced by the type of canopy 
used and the pilot weight)
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